LIST OF REVISIONS

REV DESCRIPTION DATE_|APPVD)
ACFT IR | INITIAL RELEASE 514101 KiZ
RS L
130A Al a . OPTION t [ "~ - - - - - - - - - - -
. ¢ X E
l ] ON | oPTION 2 t l
g A\ F1 ' 9 .
oA , K L
i ‘ P J K1
| | . - D1 | - <) ‘O' ) TERMINAL BLOCK, _
=] = -
| OFF S ; . leLuTeH
S " = /\l(-) 226-18-3 TP cot
1 % AR CR SR =18-3N ) | 7
OPTION 1-& 2 N - P ! u T4 \.
] z - / -~ COMPRESSOR
g S 2 | 226-18-2n
iy 'g £ 226=18-1
> ot B 1 !
3 = 2 o~ ; colL (+) |
Q 4
o & & | OPTIONA _  woweer ]
(=] o
2 T S Z28-8900 MC OR Z26-89600-SERIES MCC
3 > | |
| I
5 3 ‘ -S4 !
; o Z26—-18-4N
o
£ ; - 'O’/ TERMINAL BLOCK
o I = (-) (+) |
- - - 1_ - - o . CLUTCH
) ¢l |8 coIL
Low poermenmne Y. R -
YELLOW | | i | ! p DM ool 18- 37 \ ,
: VEDIUM | | { VOPTION 2 BREAK CLUTCH POWER WIRE ! F18-oH 9-’-,—*‘ ¥ 3 \u
i | g ] | ' — COMPRESSOR
o RED M i { 226-18-2N
| HIGH | — ., ~18—- /
o ORANGE | H ¢ | f ’, : £26-18-1 l! COIL (+) :
= 1 N 1
: T _— L OPTIONZ _ wwweer J |
82 83
385L-1 EVAPORATOR M3 Z09-602-4 BLOWER MOTOR ASSY
M2  470-48001 MOTOR BLOWER ASSY
M1 Z99—800—1 MOTOR, COMP DRIVE
DZ 6A1D DIODE
D1 DS030-0202 DIODE ALT: 1N4007
NOTES: S4  799-032-1 PRESSURE SWITCH
1. USE M22759/16-(xx} WIRE. REFER TO A.C.43.13-2B FOR WIRE SIZE. 53 13-2205 TEMP CONTROL SWITCH
2. COMPRESSOR DRIVE MOTOR M1, P/N 299-800~1 IS RATED FOR CONTINUIOUS 3 et rRATA gﬁ%?,ﬁ’ts‘iﬁgg”
DUTY, 150A @ 28 VDC.
Y, MEET M 0 O MEET MS25 F1 ANL130 CURRENT LIMITER
. TERMINAL END LUGS TO MEET MS25036, SPLICES TO MEET MS25181. ki DS039-1 RELAY ASSY. w/DIODE ALT: MS24171-D2
/4\ OPTIONAL FEED BACK CIRCUIT PROTECTION. USE 1EA DIODE D2 (6A10). L. REFER TO SPECIFIC AIRCRAFT INSTALLATION FOR DETAILS
5. ZEE SYSTEMS, INC. RELAY ASSY w/DIODE P/N: DS032-1 HAS DIODE D1 P/N
DS030-0202 INSTALLED. SEE L/M FOR ALTERENATE DIODE. x | PART NO. NAME | STOCK SIZE | MATERIAL MAT'L SPEC
6. IF ALTERNATE RELAY K1 P/N MS24171-D2 IS USED DIODE D1 (OR ALTERNATE D1) NO. REQ'D. PER ASSY LIST OF MATERIAL
UST BE INSTALLED.
é FOR CURRENT LIMITER US BASE P/N 4164, x | x X UNLESS  bewwior | K.ZAIONTZ | 7-14-10 TITLE
© FOR ADDITIONAL MC OR MCC WIRING DETAILS REFER TO CMM Z26-8900 AND NOTED WIRING FOR 385L.-1
726~89600 OR DRAWING 226-8900WD. SROPRIETARY DATE X+/-060 | CHEK
9. OPTION | CONTROLS TEMP BY START/STOP OF COMPRESSOR MOTOR, CLUTCH AND NOTIFICATION X030 e | oaonT7 | 714010
POWER CONDENSER THRU RELAY K1, THE INFGRMATION CONTAINED HEREIN IS KRR +/2.010 . gl\%fG 11X17 [SCALE: N/A SHT 1 OF 1
10, QPTION 2 CONTROLS TEMP BY ENGAGE/DISENGAGE OF COMPRESSOR CLUTCH PROPRIETARY TO ZEE SYSTEMS, INC. DISGLOSURE, 7EE SYSTEMS INC E
ONLY. COMPRESSOR DRIVE MOTOR, POWER CONDENSER RUN CONTINUOUSLY WHEN DISSEMNATION G THIS NFORMATION 1 FORBIDDEN oA [oESh ’ . DWG NO. REV
MASTER IS IN "ON" POSITION. ATHOUT WRITTEN AUTHOREATONFROMZEE | 10 W NEXTASSY [™| 406 W, Rhapsody San Antonio, TX 76216 USA 385L-WD-F IR
YSTEMS, INC., SAN ANTONIO, TX.




